How to Setup and Use Laptop and Projector
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** Please do not touch projector around the lamp or vents during or immediately after use because you could get burned.   Also, do not block either vent as it could cause the equipment to overheat. **

1. Plug in the video cable (the cord with blue ends) from the laptop  to the Projector’s back side (marked either RGB IN 1 or   Computer 1).  If a desktop model computer, you will  plug into the CPU tower or desktop model, not the monitor. You may need to disconnect the monitor if not two connections or a splitter on the computer. The monitor will not work if you have to unplug the AV cable from it.
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2. Next, power on the projector by plugging the power cord into the projector and then into an outlet.  Next, set the power switch to the ON position if there is an on switch (depicted as an ‘I’ on the switch labeled “AC IN” on the side of the projector). Light should go on NOTE: Always setup and power on the Projector before powering on the laptop.
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3. Remove lens cap by pulling it straight off  the lens.
4. Once the power light is steady orange, press the STANDBY/ON button on top one time to turn the lamp on.

5. Next, power on the laptop/desktop and login with username: subs
6. Wait until the projected image is visible and adjust the zoom (inner ring) and focus (outer ring) on the lens. You may need to adjust the keystoning as well.
7. If the laptop screen image does not appear, press and hold the “Fn” key (located on the lower-left hand side of the keyboard) and then press the F8 key (CRT/LCD button).
8. If still no image, check to make sure the correct video input is chosen:  keep pressing on the Input button on the Projector until the RGB matches the port in which you plugged the video cable.
9. If the image on the laptop’s screen is poor, the resolution can be increased by right-clicking on the desktop, choose properties from the drop down menu, selecting the settings tab, and then changing ‘screen resolution’ to 1280x800.  Click ‘Apply’ and ‘OK’.
How to turn off the Projector (Takes up to 10 Minutes)
** Please follow these steps to avoid damaging the equipment **
1. Press the STANDBY/ON button on the projector twice.  NOTE:  the message ‘Power off” will appear on the screen for about 5 seconds so the button must be pressed a second time before the power down message stops displaying.
2. The projector lamp will go off, and the POWER indicator will begin blinking orange.  **Do not unplug or flip the power switch at this stage** The fan needs to cool the machine.
3. The POWER indicator will stop blinking and stay a steady orange when the lamp cooling is complete (10 minutes or less).

4. Make sure that the POWER indicator lights in steady orange, and set the power switch to the OFF position (depicted as an “O” on the switch labeled “AC IN” on the side of the projector).  The POWER indicator will go off.
**Please do not turn the projector on again for at least 10 minutes so the bulb won’t burn out**
5. Attach the lens cover.
Video Cable
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